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Abstract
The use of cohesive zone models is an eﬃcient way to treat the damage, espe-
cially when the crack path is known a priori. This is the case in the modeling of
delamination in composite laminates. However, the simulations using cohesive
zone models are expensive in a computational point of view. When using im-
plicit time integration scheme or when solving static problems, the non-linearity
related to the cohesive model requires many iterations before reaching conver-
gence. In explicit approaches, the time step stability condition also requires an
important number of iterations.
In this article, a new approach based on a separated representation of the
solution is proposed. The Proper Generalized Decomposition is used to build
the solution. This technique, coupled with a cohesive zone model, allows a
signiﬁcant reduction of the computational cost. The results approximated with
the PGD are very close to the ones obtained using the classical ﬁnite element
approach.
Keywords: Proper Generalized Decomposition, Cohesive Zone Model,
Composite laminates, Delamination, Interface fracture
1. Introduction and motivation
Composite laminates are subject to intralaminar failure mechanisms, such as
ﬁber fracture or matrix cracking, and interlaminar failure, such as delamination.
Failure can occur due to static, cyclic or impact loadings and can be related to
manufacturing defects. When a composite structure is impacted (tool drops,
hail, ...) small and hardly detectable damages can appear and evolve in time
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before being critical. The modeling of damage appearance and evolution is very
important to assess the durability of structures. Delamination is one of the most
critical and frequent damage in laminated composites and must be modeled with
careful attention.
Diﬀerent approaches were developed to study delamination, or in general
the crack appearance and propagation in a material where the crack path is
previously known.
The fracture mechanic approaches have been initially developed by Griﬃth
and Irwin to explain the failure of brittle materials when the non linearities
are negligible. In practice, most materials possess a non linear zone in the
crack tip. It is characterized by a softening behavior, and is referred to as the
fracture process zone. With a small process zone size, the Linear Elastic Fracture
Mechanics approaches (LEFM) have been proven to be reliable in predicting the
propagation of a pre-existing crack using the Finite Element Method (FEM).
This is then necessary to calculate the energy needed to let the crack propa-
gate after the onset of delamination, which is called the energy release rate. The
most suited fracture mechanics approach to evaluate this energy is the Virtual
Crack Closure Technique (VCCT), which uses the nodal forces and displace-
ments computed by FEM [1, 2]. The VCCT method is based on Irwin's crack
closure integral [3], and assumes that the crack length increment remains small.
This technique becomes more eﬀective when the mesh is reﬁned and requires the
previous knowledge of the crack location as well as its direction of propagation
[4]. However, the VCCT presents many diﬃculties when implemented within a
ﬁnite element code. For instance, it requires remeshing at the crack tip during
the growth of delamination.
To overcome the limitations of the LEFM, other approaches have been pro-
posed. One of these approaches is the Cohesive Zone Models (CZM). It is based
on the use of interfacial ﬁnite elements between the layers of the laminated com-
posite. The CZM assumes the presence of a process zone ahead of the crack tip.
The cohesive elements are delimited by two cohesive surfaces linked together
by cohesive forces. The concept of this approach comes from the Dugdale and
Barenblatt cohesive models [5, 6] and was also used by Needleman. Compared
to the VCCT method, and in conjunction with the FEM [7, 8], the CZM has
the ability to predict both the onset and the propagation of the crack. It com-
bines the application of a strength criterion to predict the onset of decohesion,
together with an energy criterion to model the propagation. The relation be-
tween the relative separation of the cohesive surfaces and the cohesive stresses
is described by a constitutive law. This constitutive equation is based on the
assumption that when the separation between the interfaces increases, the cohe-
sive stresses reaches the onset, then progressively decreases to zero and complete
fracture.
The use of the CZM in association with the FEM oﬀers the opportunity
to study the crack propagation in diﬀerent modes. These fracture modes can
be classiﬁed as a normal-opening mode (mode I), and two shear sliding modes
(mode II and mode III). The crack can occur in any of these modes, or as a
combination of them. The use of cohesive elements in FEM codes is certainly
the most rigorous strategy to simulate damages like delamination.
However, the implementation of the CZM in ﬁnite element codes has several
disadvantages. First, it can lead to convergence problems, numerical instabili-
ties, mesh sensitivity and computing ineﬃciency in the presence of signiﬁcant
materiel non-linearities. Secondly, a large number of ﬁnite element calculations
is often required to evaluate the sensitivity of the model to the interface param-
eters. Moreover, a relatively reﬁned mesh is needed to increase accuracy [9],
but this could lead to excessive computation time when applied to industrial
structures. Furthermore, industrial structures are generally composed of a large
number of layers, which requires a high number of interface elements, leading to
increased the computational cost as well. In practice, CZM are almost always
restricted to academic applications. There is a real need in eﬃcient numerical
solvers, that can signiﬁcantly reduce the cost of this type of models.
In this paper, a new approach based on Reduced Order Modeling (ROM)
is proposed to treat the delamination in composite laminates. One famous
and eﬃcient model reduction method is the Proper Generalized Decomposition
(PGD) [10, 11]. The use of the PGD discretization leads to major reductions in
computing time and storage cost, especially when the resulting mesh involves
a high number of degrees of freedom. This paper proposes a way to implement
the CZM in the context of the PGD and suggests some usual numerical tests
to evaluate the performance of the method in terms of computational cost and
results precision.
The PGD is based on a separated representations of the solution. It en-
ables the reduction in size of the multidimensional and parametric problems
[12, 13]. The PGD philosophy was originally proposed by Ladeveze with space-
time problems in the context of the LATIN (LArge Time Increment) method,
which was called radial decomposition [14, 15]. The separated representation of
the solution (u) is built as a ﬁnite sum of N functional products (F i) involving
D functions of each coordinate (x1, ..., xD). This can be written as:
u(x1, ..., xD) ≈
N∑
i=1
F i1(x1) × ...× F iD(xD) (1)
These functions are a priori unknown. This representation is then injected
in the weak form of the problem and the non-linear equations are solved. This
strategy was successfully employed by Ammar et al. [16, 17] for the kinetic the-
ory description of complex ﬂuids. Separated representations have also been used
for solving the chemical master equation [18] and stochastic equations within
the Brownian Conﬁguration Field framework [19]. The PGD has also been
applied in other studies for thermal problems in composite materials [20] and
to eﬃciently compute full 3D solutions using in-plane/out-of-plane separated
representation of composite laminates [21]. The PGD has demonstrated its ca-
pability to study stochastic parametric partial diﬀerential equations [22, 23].
It has been used then by Vidal [24, 25] for laminated and sandwich compos-
ite plates modeling. Where, the comparison between the PGD and the FEM
showed good agreement.
The use of CZM in the context of the PGD brings some diﬃculties that are
treated in this paper. Firstly, the classical cohesive elements are not directly
compatible with the separated representation and therefore the numerical de-
scription of the cohesive zone must be rethought. Another diﬃculty raises when
trying to represent local singularities for which the PGD is generally unadapted.
There is no evidence that the method will be able to represent ﬁnely the com-
portment in the crack tip.
Therefore, some test cases in diﬀerent fracture modes have to be imple-
mented and compared with reference values to ensure the precision of the
method. DCB (Double Cantilever Beam), ELS (End Loaded Split) and MMF
(Mixed Mode Flexure) fracture tests were used in order to assess the quality
of numerical predictions under pure mode I, pure mode II and mixed mode,
respectively. The PGD-CZM model is compared to a classical FEM with CZM
(FEM-CZM) as well as to analytical solutions. From a computational point of
view, both models were implemented in the same way, with the same program-
ming language, and with the same set of parameters. Both models were studied
with a bilinear constitutive cohesive law to deﬁne the interfacial behaviour.
2. Problem Formulation
2.1. Constitutive cohesive law under single mode delamination
The formulation of the cohesive zone model used in this work is the Crisﬁeld
law [26, 27] shown in Figure 1. It is used to describe the behaviour of the
interface, which presents linear elastic and linear softening behaviour. The
process of degradation begins when the stresses satisfy one imposed damage
initiation criterion. The Crisﬁeld law supposes that, under strain reversal, the
material unloads toward the origin. A two-parameter bilinear cohesive law was
deﬁned, for each pure mode. These two parameters are the maximum stress (svc
and tc) and the energy release rate (GIc and GIIc) for respectively mode I and
mode II.
The critical value of the energy release rate is equal to the area under the
interfacial stress-separation curve. KI and KII are the interfaces element stiﬀ-
ness. The critical separations (dIc and d
II
c ) are deﬁned when the interfacial stress
reaches maximum, and the maximum separations (dIm and d
II
m ) are deﬁned when
the stress becomes zero. These separations can be evaluated by the following
expressions:
dIc =
svc
KI
, dIIc =
tc
KII
(2)
dIm =
2GIc
svc
, dIIm =
2GIIc
tc
(3)
The relation between local separation and interface stress, shown in Figure
1, can be expressed as:
sv zz, txz =
{ Kidi di < dic
(1− di)Kidi dic ≤ di < dim
0 di ≥ dim
(4)
di =
dim(di − dic)
di(d
i
m − dic)
, i = I, II; di ∈ [0, 1] (5)
Where svzz and txz are the interlaminar normal and shear stress related
to mode I (opening) and mode II (shear). di is the damage variable, which
represents the overall damage at the interface. Initially di equals 0 and evolves
from 0 to 1 after the initiation of the damage.
2.2. Constitutive cohesive law under mixed mode delamination
The description of delamination under mixed-mode loading requires: (i) the
deﬁnition of the interfacial stress and the critical energy release rate for each pure
mode and, (ii) the proposition of criteria or laws relating these parameters for
mixed loading [28]. From these laws, the critical and maximum separations (dmc
and dmm) under mixed mode loading can be determined. Each failure mechanism
consists of two parts: a damage initiation criterion and a damage evolution law.
The damage initiation can be predicted using the quadratic failure criterion,
deﬁned as: (〈
svzz
〉
+
svc
)2
+
(
txz
tc
)2
= 1 (6)
Where
〈
.
〉
+
denotes the positive value.
This mixed-mode criterion assumes the coupling between the failure modes
and considers that compressive normal stress has no inﬂuence on the delamina-
tion onset.
The "power law criterion" appears to be the most advisable in order to
predict delamination propagation in carbone/epoxy composite laminates under
mixed-mode loading. It states that the damage under mixed loading is governed
by a power law interaction between the energies of pure modes, that is:(
GI
GIc
)2
+
(
GII
GIIc
)2
= 1 (7)
Where GI and GII are the energy release rates respectively in mode I and
mode II, GIc and GIIc are the critical energy release rates.
The total mixed mode relative displacement dm can be deﬁned as the norm
of the two normal and tangential relative displacements:
dm =
√
d2II +
〈
dI
〉2
+
(8)
Mode I Mode II
σc 
KI (1-dI)KI
δI
σzz
δcI δmI
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KII (1-dII)KII
δII
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δcII δmII
GIIcτc
Figure 1: Cohesive law for the mode I and mode II.
2.3. Kinematics of the interface element
As mentioned in the introduction, two approaches ares compared in this
work: the PGD-CZM and the FEM-CZM. These two approaches use diﬀerent
interface elements.
The cohesive surface of a laminate denoted Gcoh is illustrated in Figure 2. In
FEM, the cohesive surface is modeled using zero-thickness linear quadrilateral
cohesive element with 4-nodes. The zero-thickness linear 1D cohesive element
shown in Figure 2 is used to simulate delamination problems in conjunction with
the PGD model. The constitutive equations of these elements are mentioned in
the previous subsections in the case of single or mixed mode delamination.
The displacement discontinuity d across the interface Gcoh can be expressed
in terms of the displacement vector u computed on two sides of the discontinuity
(u+ for the upper side and u− for the lower side):
d = u+ − u− ⇔
(
dII
dI
)
=
(
u+ − u−
w+ − w−
)
(9)
Remark : In the case of the ﬁnite element approach, the number of cohesive
elements is related to the number of nodes in the mid-plane surface and to the
number of layers. In the PGD approach the number of cohesive element in the
thickness is only equal to the number of interfaces between layers.
3. Mathematical formulation for PGD-Cohesive crack problem
This section focuses on the development of the PGD formulation in con-
junction with a bilinear CZM in a two-dimensional domain W =Wxx Wz. The
problem is treated in 2D using plane strain hypothesis. The boundary of W is
noted G. For sake of simplicity and without loss of generality, only two lay-
ers with the same thickness h are considered. There is then only one interface
between layers. This interface is assumed to be parallel to the x direction as
z y
x
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Figure 2: Deﬁnition of cohesive surface.
represented in Figure 2. The strategy proposed in this paper requires that the
cohesive interface is perpendicular to an axis deﬁning the separated decompo-
sition. For example, an oblique crack can't be treated unless the separated
decomposition is deﬁned with new coordinates following the crack.
The weak form of the equilibrium equation for a linear elastic material with
a cohesive surface Gcoh and a cohesive stress vector Tcoh, without body force
gives:
ˆ ˆ
W
e(u∗).(Ae(u))dW +
ˆ
Gcoh
Tcohd
∗dG =
ˆ
G
Textu
∗dG (10)
where u∗ and d∗are the virtual displacement and virtual separation, respec-
tively. e is the strain tensor using the matrix form:
e =
 εxxεzz
2εxz

Text is the external force on the boundary G. A is a matrix related to
the constitutive equation in each layer. For an orthotropic material with plane
strain hypothesis A is deﬁned by:
A−1 =
 1Ex −νxzEx 0−νxzEx 1Ez 0
0 0 1Gxz
 (11)
where Ex, Ez, νxz and Gxz are the materials parameters (elastic modulus, Pois-
son ratio and shear modulus). The displacement ﬁeld u(x, z) is approximated
using the following separated form:
u ≈un(x, z) =
n∑
i=1
Fi(x)◦Gi(z) ∀(x, z) ∈ W (12)
with Fi(x) =
(
F iu(x)
F iw(x)
)
are functions of the in-plane coordinate and
Gi(z) =
(
Giu(z)
Giw(z)
)
are functions involving the thickness coordinate. ◦ de-
notes the Hadamard product. Eq. 12 is then equivalent to:
un =
(
un
wn
)
=

n∑
i=1
F iuG
i
u
n∑
i=1
F iwG
i
w

Then, the separated representation of the strain tensor in Lagrangian de-
scription gives:
e(un(x, z)) =
n∑
i=1
 F iu ,xGiuF iwGiw ,z
F iuG
i
u ,z + F
i
w ,xG
i
w
 (13)
f,x denotes the derivative of a function f with respect to x. It is assumed
that the ﬁrst n modes have been determined at previous iterations. In order to
enrich the separated approximation, some new functions Ru(x), Su(x), Rw(x)
and Sw(x) have to be determined. The new approximation is then:
un+1(x, z) = un(x, z) +
(
Ru(x)Su(z)
Rw(x)Sw(z)
)
(14)
That can also be written as:
un+1(x, z) = un(x, z) +
(
Ru(x)
Rw(x)
)
◦
(
Su(z)
Sw(z)
)
= un(x, z) +R(x) ◦ S(z)
(15)
The strain derived from Eq. 15 is:
e(un+1(x, z)) = e(un(x, z)) + e(R(x) ◦ S(z)) (16)
And test function u∗ is deﬁned from the separated representation:
u∗(x, z) =
(
R∗u(x)Su(z) +Ru(x)S
∗
u(z)
R∗w(x)Sw(z) +Rw(x)S
∗
w(z)
)
= R∗(x) ◦ S(z) +R(x) ◦ S∗(z) (17)
The interlaminar normal stress svzz and shear stress txz on the interface are
computed from the relative displacement vector deﬁned Eq. 9 using the bilinear
cohesive law.
Tcoh =
(
svzz
txz
)
=
(
lIKIdI
lIIKIIdII
)
(18)
In pure modes, the values of λj with j = I, II are computed from Eq. 4.
lj =
{ 1 dj < djc
(1− dj) djc ≤ dj < djm
0 dj ≥ djm
, j = I, II (19)
In mixed mode, the damage of the interface is described by λ = λI = λII .
λ is computed from the relations given in section 2.2.
Introducing Eq. 15 and Eq. 18 into the weak form (Eq. 10) it results:
´ ´
W
e(u∗). [Ae(R◦S)] dW
+
´
Gcoh
lIKI(w
+
n+1 − w−n+1)(w+∗n+1 − w−∗n+1)dG
+
´
Gcoh
lIIKII(u
+
n+1 − u−n+1)(u+∗n+1 − u−∗n+1)dG
= − ´ ´
W
e(u∗). [Ae(un))] dW +
´
G
Textu
∗dG
(20)
The cohesive surface is normal to the thickness so that Gcoh ≡ Ωx. The initial
positions of the two faces of the cohesive zone are deﬁned by their coordinates
on Ωz denoted z
+ and z− for all x ∈ Ωx. After discretization, z+ and z− deﬁne
the coordinates of two nodes on Ωz that may be initially at the same position.
It comes using Eq. 15:

u+n+1 − u−n+1 = Ru(x) (Su(z+)− Su(z−)) +
n∑
i=1
F iu(x)
(
Giu(z
+)−Giu(z−)
)
w+n+1 − w−n+1 = Rw(x) (Sw(z+)− Sw(z−)) +
n∑
i=1
F iw(x) (Gw(z
+)−Gw(z−))
(21)
Finding the couple of functions (R,S) is a highly non linear problem. For
that purpose, an alternating directions strategy is used. It proceeds as follows:
At each iteration a single function R or S is computed alternately assuming the
other known. This procedure continues until convergence. So, there are two
steps:
1. ﬁnding R assuming S
2. ﬁnding S assuming R
At the beginning of the procedure, the functions R and S are initialized with
some arbitrary functions. In practical, the initialization values have a weak im-
pact on the convergence. Random functions coherent with boundary conditions
are used in this work.
Only the ﬁrst step is described in the following because the second step is
very similar.
Then from now on, R(x) is assumed known and S(z) is being looked for.
The test function then becomes:
u∗(x, z) =
(
Ru(x)S
∗
u(z)
Rw(x)S
∗
w(z)
)
= R(x) ◦ S∗(z) (22)
Implying the strain tensor:
e(un∗(x, z)) = e(R(x) ◦ S∗(z)) =
n∑
i=1
 Ru ,xS∗uRwS∗w ,z
RuS
∗
u ,z +Rw ,xS
∗
w
 (23)
The weak form becomes:
´ ´
W
e(R ◦ S∗). [Ae(R ◦ S)] dW
+
´
Gcoh
lIKI
[
(
n∑
i=1
F iw(x)Gw(z
+) +Rw(x)Sw(z
+))
−(
n∑
i=1
F iw(x)G
i
w(z
−) +Rw(x)Sw(z−))
]
[Rw(x)S
∗
w(z
+)−Rw(x)S∗w(z−)] dG
+
´
Gcoh
lIIKII
[
((
n∑
i=1
F iu(x)G
i
u(z
+) +Ru(x)Su(z
+))
−(
n∑
i=1
F iu(x)G
i
u(z
+) +Ru(x)Su(z
+))
]
[Ru(x)S
∗
u(z
+)−Ru(x)S∗u(z−)] dG
= − ´ ´
W
e(R ◦ S∗). [Ae(un)] dW + ´
G
Text(R ◦ S∗) dG
(24)
The following coeﬃcients are deﬁned:

αkj =
´
Gcoh
ljKjRk(x)
n∑
i=1
F ik(x)G
i
k(z
+) dG
βkj =
´
Gcoh
ljKj(Rk(x))
2dG j = (I, II); k = (u,w)
γkj =
´
Gcoh
ljKjRk(x)
n∑
i=1
F ik(x)G
i
k(z
−) dG
(25)
These coeﬃcient can be calculated numerically with Gcoh ≡ Wx. Using the
previous notations, Eq. 24 becomes:
´ ´
W
e(R ◦ S∗). [Ae(R ◦ S)] dW
+αwI .S
∗
w(z
+) + βwI .S
∗
w(z
+)Sw(z
+)− γwI .S∗w(z+)− βwI .S∗w(z+)Sw(z−)
−αwI .S∗w(z−)− βwI .S∗w(z−)Sw(z+) + γwI .S∗w(z−) + βwI .S∗w(z−)Sw(z−)
+αuII .S
∗
u(z
+) + βuII .S
∗
u(z
+)Su(z
+)− γuII .S∗u(z+)− βuII .S∗u(z+)Su(z−)
−αuII .S∗u(z−)− βuII .S∗u(z−)Su(z+) + γuII .S∗u(z−) + βuII .S∗u(z−)Su(z−)
= − ´ ´
W
e(R ◦ S∗). [Ae(un)] dW + ´
G
Text(R ◦ S∗) dG
(26)
At this point, a classical PGD solver can be used. The terms
´ ´
W
e(R ◦
S∗). [Ae(R ◦ S)] dW and ´ ´
W
e(R ◦ S∗). [Ae(un)] dW can be developed as a sum
of simple integrals using the expression of e and A. These integrals on Ω can
be separated as a product of integrals on Ωx and on Ωz. The integrals on Ωx
can be calculated numerically because all functions deﬁned on Wx are known.
It remains a problem on Ωz that can be solved using the ﬁnite element method.
For more details about the PGD resolution technique, the reader can refer
to [10].
4. Numerical simulations
Three fracture mechanics tests were selected to validate the proposed mod-
eling for two-dimensional fracture problems. Each test is related to a particular
mode of propagation of the crack. The ﬁrst test carried out was the DCB test,
L = 60mm a0 
2h = 4mm
z
x
(0,0)
Figure 3: specimen geometrical dimensions.
in which the delamination happens mainly in a mode I. The second was the ELS
test, related to the failure mode II. The last one was the MMF test for mixed
mode damage.
Numerical simulations performed using the PGD are compared with results
of classical FEM implementation using the same set of parameters. The aim
is to validate the PGD approach and to evaluate its response with respect to
constitutive laws, damage formulations and cohesive zone key parameters. In
the two cases a static simulation is performed which avoids the use of an explicit
scheme leading in a very severe restriction on the time step. In the FEM, a ﬁxed
point algorithm is used to treat the non linearity coming from Eq. 18. The PGD
is by nature a non-linear solver. The linearization of the operators required can
be performed at each iteration of the PGD. There are many ways to do this.
The following strategy is chosen:
1. The operators related to the cohesive zones are linearized using a ﬁxed
value of λ (λ = 1 at the ﬁrst iteration).
2. A new term of the PGD expansion deﬁned in Eq. 12 is computed with
the linearized operators.
3. The partial PGD solution is used to determine the values of the displace-
ment discontinuity δ along the cohesive zone. Then, the cohesive law gives
new values for λ.
4. The PGD residual error is computed. If the convergence is not reached,
return to 1.
4.1. Material properties
The specimen geometry used in this work is shown in Figure 3. The prop-
erties of the material (a unidirectional carbon/epoxy composite) and the ones
of the cohesive interface are listed in Table 1. The upper and lower layers
(unidirectional layers) of the specimen are modeled with a transverse isotropic
constitutive law.
The element size for the solid and the cohesive elements, is the same for
all models and is equal to 0.2 mm. The interface element stiﬀnesses (KI and
KII) are chosen to get a good compromise between convergence calculation,
computation time and elastic properties of the laminate [29]. The computational
cost strongly depends on the initial stiﬀness values. As a matter of fact, the
Material properties Interfacial properties
Ez(MPa) 11873 GIc(N/mm) 0.3
Ex(MPa) 157380 GIIc(N/mm) 1.6
Gxz(MPa) 5051 svc(MPa) 60
nxz 0.31 tc(MPa) 139
K3(N/mm
3) 1.104
K1(N/mm
3) 5.104
Table 1: Material properties for carbon/epoxy.
CPU time increases when KI and KII are raised. For a high value of the failure
stresses (svc and tc), convergence problems may occur. Those problems are due
to a signiﬁcant drop in the slope of the interface stiﬀness after the failure stresses
are reached.
Since tc has a large inﬂuence on the interface behaviour, we chose to link it
to svc according to the following dependence, already noted in [30]:
tc = svc
√
GIIc
GIc
(27)
The
d
i
c
dim
ratio (i = I, II) is also an important factor to validate the Crisﬁeld
law [31]. We found that, for certain values of this ratio, the critical energy release
rate required to propagate the crack was less than imposed in our calculation.
This observation was already made by Vandellos et al. [31] who varied the
d
i
c
dim
ratio in order to get the correct rate. We had applied the same method, which
enabled us to assume a consistent value for GIc and GIIc. It is those values
that are presented in Table 1.
In what follows, we describe in details the boundary conditions of each test.
4.2. DCB test
The DCB test, with boundary conditions and loadings are shown in Figure 4.
This test considers a composite laminate with an initial delamination crack a0.
It is an opening mode test: the initial crack propagation is forced by applying
two opposite forces (P ) or displacements that pull the upper and lower parts of
the specimen. The length of the initial crack was a0 = 20mm. The analytical
solutions based on the beam theory [32] for the compliance (C) and on the
fracture mechanics for the propagation of the delamination are:
C = dP =
8a3
bExh3
GI =
1
2bP
2 dC
da =
12P 2a2
b2Exh3
(28)
where Ex is the longitudinal modulus of the material, h is the half-thickness,
b the specimen width, a the instantaneous crack length and P the reaction force.
a0 =20mm
a0 =35mm
a0 =25mm
P, W
P, W
P, W
P, W
DCB
ELS
MMF
P, W
P, W
P, W
P, W
δ
δ
δ
L = 60mm
a0 ap 
a 
Figure 4: Conﬁgurations of tests.
The energy GI can also be expressed as a function of the relatives separation
(d) according to:
GI =
3Exh
3d2
16a4
(29)
4.3. ELS test
The ELS test is a simple ﬂexural test used in pre-cracked specimen with a
ﬁxed length L and a ﬁxed crack length a0 [33, 34]. Since L = 60mm, we select
a0 = 35mm to verify the condition a0/L > 0.55 necessary to have a stable crack
growth. This test produces a failure in mode II due the shear stress between the
two cohesive surfaces. According to the beam theory approach and the LEFM,
the compliance and the analytical energy release rate for the ELS test can be
determined as:
C = dP =
3a3+L3
2bExh3
GII =
9P 2a2
4b2Exh3
(30)
Combining both equations gives:
GII =
9d2Exh
3a2
(3a3 + L3)2
(31)
0.2mm
Ea
Eb
L=60mm
Ex
W
Figure 5: Implementation of mixed boundary conditions in PGD. Ex is the longitudinal elastic
modulus, the new elements (in colors) are incorporated at the surface where mixed boundary
conditions are imposed.
4.4. MMF test
The MMF is a mixed-mode I/II test [35] that is depicted in Figure 4. It is
also known as mixed-mode end load split test (MMELS). The force is applied
on the upper arm in the direction of the thickness while the lower arm remains
unloaded. To ensure the mixed mode, the length of the precrack must respect
the condition a0/L > 0.41. The analytical expressions for the compliance and
for the mode I and mode II energy release rates related to the MMF test can
be given as:
C = 7a
3+L3
2bExh3
GI =
3P 2a2
b2Exh3
GII =
9P 2a2
4b2Exh3
(32)
If the thickness of the two layers are equal, the GII/GI ratio is
3
4 . The
analytical total energy release is given by:
GT = GI +GII =
21Exh
3a2d2
(7a3 + L3)2
(33)
Using Eq. 7, the critical value of the total energy release rate under mixed
mode loading can be expressed as follows:
GTc =
(1 + b2)GIcGIIc
[(GIIc)2 + (b
2GIc)2]1/2
(34)
With:
b2 =
GII
GI
(35)
Deﬁnition of mixed boundary conditions with the PGD
PGD does not enable direct introduction of mixed boundary conditions as
required in the MMF test. Several methods have been proposed to incorporate
such boundary conditions like penalization method and Lagrangian method [36].
In our case, these two methods lead to convergence problems. Therefore, a third
method more eﬃcient was designed in this paper. It consists in the addition
DCB test ELS test MMF test
Length (mm) 4.6 2.2 1.8
Number of Elements 23 11 9
Table 2: Quantiﬁcation of the simulated process zone length using the PGD method.
of some elements which are located at the place where the mixed boundary
conditions are imposed. Figure 5 represents the introduction of such virtual
elements. The added elements which undergo imposed displacement (the ones
situated in the upper part of the specimen) are deﬁned with an elastic modulus
Ea equal to Ex or higher. The other elements corresponding to a free surface
(situated in the lower part of the specimen) are deﬁned with an elastic modulus
Eb equal to zero. In that way, a uniform displacement can be enforce on the
right side. The load is transmitted only on the elements situated in the upper
part. There is no numerical diﬃculties with Eb = 0 because the problem is
solved in the context of the PGD. Only 1D problems are treated in practice
with no numerical problems.
4.5. Tests results
The solution obtained with the PGD gives the functions Fi and Gi from
which the displacement ﬁeld is built (using Eq. 12). These functions are de-
picted for the DCB test in Figure 17. In all the test cases, the global force-
displacement curves are shown in Figure 7. Two stages can be obtained: (i)
linear elastic response before damage is initiated and, (ii) crack propagation. In
the linear part, when the opening displacement increases, the load increases as
well. On the contrary, the load decreases during the crack propagation. A slight
nonlinear behavior may be observed before the maximum load point, especially
in the MMF test. A very good agreement is observed between PGD and ﬁnite
element simulations. The analytical model is based on the beam theory and
underestimates the compliance and the strain energy release rate.
For these simulations, Figure 8 shows the damage variable along the crack
path for an imposed displacement. The process zone was deﬁned as the zone
in which the damage variable is strictly between 0 and 1, as shown in Figure
9. The length of the process zone is given in Table 2, for a common mesh size
of 0.2mm. In these simulations it is mandatory to obtain a number of element
in the process zone which is larger than a critical number (3 or 5 elements
according to [29]). In our simulations, we found suﬃcient number of elements
in the process zone, as mentioned in Table 2.
The evolution of the local interface separations along the crack path are
shown in Figure 10. The relative separation decreased from the edge on which
the displacement is applied and tends towards zero in the undamaged zone after
the process zone. This ﬁgure shows that for an imposed displacement equal to
1.5, 5 and 4mm in the case of DCB, ELS and MMF tests respectively, the pre-
existing crack was propagated by ap equal to 22, 20.2 and 26.8mm. In all cases,
a good accordance between the PGD and FEM is obtained at the interface.
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Figure 6: Functions Fi and Gi in the separated representation of the displacement ﬁeld.
Mean relative errors (%) DCB test ELS test MMF test
svxx stresses 0.3 0.2 0.3
svzz stresses 1.6 - 2
svxz stresses - 3 3
Table 3: Mean relative error.
The σxx and σzz stress distributions are plotted for the three fracture tests in
Figs. 11, 12 and 13. The PGD approach and the classical FEM approach gives
here again very similar results. The mean relative errors of the stress between
the PGD and the FEM for each tests are mentioned in Table 3.
A tension zone and a compressive zone are observed near the crack tip in
the stress distributions of the DCB test. The compression is generated by the
bending moment applied by the upper and low beams of the specimen [37].
Four stages were isolated in Figure 7: (i) A the elastic region, (ii) B damage
initiation, (iii) C crack growth and (iiii) D advanced growth of the crack.
The cohesive stresses at the diﬀerent stages are depicted in Figs. 14 and 15 for
the DCB and ELS test. In the DCB test, the tension and compressive zones
mentioned above are present at all stages. The cohesive stress behind the crack
tip (tensile stress) follow the evolution of Figure 7 (case of DCB test). The
compressive stresses increase continuously. Figure 12 and Figure 13 represent
the stress in the specimen for ELS and DCB tests. For the σxx component, it
0 1 2 3
Displacement (mm)
0
2
4
6
8
10
Lo
ad
(N
)
A
B
C
D
PGD
Analytical
FEM
(a)
0 1 2 3 4 5
Displacement (mm)
0
5
10
15
20
25
30
Lo
ad
(N
)
A
B
C
D
PGD
Analytical
FEM
(b)
0 1 2 3 4 5
Displacement (mm)
0
3
6
9
12
15
18
Lo
ad
(N
)
PGD
FEM
Analytical
(c)
Figure 7: Force vs. displacement curves for: (a) DCB test, (b) ELS test and (c) MMF test.
is possible to see that the lower surfaces of the beams are subject to a traction
and the upper surfaces are in compression due to the ﬂexural loading.
The two-dimensional PGD model described above gives a good predictions
of the delamination compared to FEM in all the conﬁguration and with small
computation time. The computational time using the PGD was decrease by a
factor of 4.
4.6. 3D simulation of a DCB test using the PGD approach
The main advantage of the PGD approach in comparison with the FEM
approach is the reduction of the computational time. Previous 2D simulations
showed that PGD is about 4 times faster than FEM, and the agreement between
FEM and PGD is very good. Another asset is the easy insertion of the cohesive
elements. In FEM-CZM a whole mesh reﬁnement is required when inserting
cohesive elements.
A 3D DCB test case is realized to focus on the eﬃciency of PGD when
increasing the number of nodes in the mesh. To do that, the same specimen
geometry as shown in Figure 3 is used, together with the same precrack length
as in the previous 2D DCB test. The specimen width is equal to 20mm. The
properties of the material are the same as in Table 1.
The 3D mesh is separated into a 2D and a 1D meshes as represented in
Figure 16.
In this case, the displacement ﬁeld denoted u(x, y, z) is approximated using
the separated form:
u ≈un(x, y, z) =
n∑
i=1
Fi(x, y)◦Gi(z) ∀(x, y, z) ∈ W (36)
with Fi(x, y) =
 F iu(x, y)F iv(x, y)
F iw(x, y)
 are functions of the mid-plane coordinate
and Gi(z) =
 Giu(z)Giv(z)
Giw(z)
 are functions involving the thickness coordinate. The
functions F iw and G
i
w for i = [1, 2] are depicted in Figure 17.
The deformed shape and the longitudinal stress distribution (svxx) for an
imposed displacement equal to 8mm are shown in Figure 18. The cohesive
surface at several iterations is shown in Figure 19. In this ﬁgure, the blue color
indicates the undamaged zone, the red color indicates the damaged zone and the
process zone is the small part between them. The initial precrack front shape
is straight. It is possible to see that the crack initiates at the center-width
of specimen. As the crack propagates, the crack front shape becomes slightly
convex.
This simulation was performed with 20000 nodes in the 2D mesh and with
30 nodes in the 1D mesh (thickness). In 3D, that represents a total of 1.8× 106
degrees of freedom. The PGD algorithm enabled running the simulation on a
simple laptop in less than 15 minutes. This represents an enormous gain of
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Figure 8: Damage variable evolution along the crack path for an imposed displacement: (a)
DCB test, (b) ELS test and (c) MMF test.
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Figure 9: Crack tip in the case of DCB test.
time when compared to classical 3D FEM simulations with comparable mesh
reﬁnement.
5. Conclusions and perspectives
In this work, an approach based on the PGD has been proposed to sim-
ulate delamination in composite laminates. Three classical tests (DCB, ELS
and MMF) have been modeled using PGD and FEM as a reference. These
two methods have been implemented in conjunction with CZM to represent
delamination in diﬀerent fracture modes (two pure modes, mixed mode). For
all modes, close agreements are found between PGD, FEM and analytical so-
lutions. This shows that PGD can be used as an alternative to overcome the
computational drawbacks of FEM such as the rapid increase in the number
of degrees of freedom, the large computational time and the storage limitation.
PGD was found appropriate to capture physical phenomena which occurs at the
interface between layers. Finally, reduction of the number of interface elements
was achieved by the PGD-CZM new discretization strategy, which minimizes
modeling complexity.
This work has focused on static problems. The strategy could be now de-
veloped for dynamical transient applications. In the case of explicit or implicit
time integration scheme, a work could be done on the actualization of the sep-
arated approximation given by the PGD (instead of recomputing the entire
approximation).
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